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Supersedes: 32429704 (2004-11-01)
Producer Factory in Tmporter
Dynca ASA Dynea BV
Wood and Specialty Adhesives Wood and Specialty Adhesives
Svelleveien 33 Oasterhorn 10
1.0, Box 160 9936 HD) Farmsum
N-2001 Lillestrom Postbus 109
NOORWEGEN 9930 AC Delfzijl
Tel (00) 47 63 89 71 00 Tel. (0596) 64 6101
Fax  (00)47 638976 10 Tax (0396) 64 61 57

Website: hitp://www.dynea.com

SKH DECLARATION
“This produet certificatc, issucd by SKI1and based an BRI 2338 “Adhesives for load-bearing vwooden
building constructions”, complics with the SKII Regulations for Certificetion,

SKIL declares that there is a legitimate confidence that the adhcsives for load-bearing wooden building
constructions produced by Dynca ASA comply with the technical specification, provided that the products
have heen marked wilh the KOMO"-mark depicted hereunder, in a way as indicated in this produet
certificate.

For the relation of statements in this product certificate with the reeulations of the Building Acl. reference is
made to the list of quality dmyﬁons published by “Stichting Bouwkwaliteit SBK

For SKII R Wigboldus, director

4
Users of v{/{ product curtificate are advised to ask SKH whether this document is still valid

#

Configuration of the KOMO*-mark ‘.

This product certificate consists of 3 pages.

The Duteh version shall be consulted in ease of doubt. Copyright — All Tights rescrved
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ADHESIVES FOR LOAD-BEARING

‘WOODEN BUILDING CONS

RUCTIONS

1

11

PRODUCT SPECIFICATION

Technical specification

The adhesives for load-bearing wooden building constrctions manufactured by Dy
comply with BRL 2338, “Adhesives for load-bearing wooden building constriictions’

This implics that the adhesives comply with

NENENI0L  Adh
Classification and performance requirements,

NEN-EN 302 Adhesives for load-bearing timber structures-iest methods-Pacts 1-1.

DING8I4T  Holslebstoffe. Prifung der Gebrauchsclgenschaften von Klebstoffen fiir

tragende Halzbanteile.

. phenclic and aminoplastie, for load-hearing tiniber structures

ASA

[ Name of product Name of Type of Certified combination of
hardener adhesive glue with |
spruceipine meranit

Rerodux 183 TIRP 150 PRF 3 3 |

Aerodux 185 TIRP 155 PRE 3 3

Prefere 1094 Prefere 5827 PRT 3 B 3

Tiefere 4095 Prefere 5802 TRF 3 3

Profere 4095 Prefere 5832 PR 3 3

Prefere 1099 Trefere 5824 PRE 5 5

Trefere 4099 Prefere 5827 FRE 3 3

Preftre 4099 Trefere 5520 PRT 3 3

Prefere 1103 Proferc 5510 UF i

Prefere 4103 Prefere 3521 TF T |

Prefere 1323 Prefere 5025 SUF 3

Prefere 1323 Prefere 5026 SUF 3

Trefere 4535 Prefere 3035 NUF 3

Prefere 4536 Trefere 5036 MUT 3

Prefere 4624 I Profiere 5021 MUF 3

Prefere G131 Prefere 6631 P E

1) Suitable for interior applications
3)  Suitable for exterior applications (cxposed)

Maximum thickness glue line: 0.
Miximum lamella width: 150 mm
Maimunm lamella thickness: 35 mm

mm

Maximun eross section of the laminated timber: 30,000 mm”





[image: image3.jpg]Page s Number:
Tssuedt

ADHESIVES FOR LOAD-BEARING
WOODEN BUILDING CONSTRUCTIONS

12 Marking
‘The units shall be marked with the KOMO™ mark.
The exeeution of the marking is as follows:

words KOMO” or

KOMO* oo

- adhesives DHBC
. no. 32429

with compulsary indications
the final date of wse

Location of the mark: clearly visible on each urit,

2. GUIDELINES FOR THE BUYER
21 Ou delivery inspect whether
the products have been delivered as agreed upon:

the mark and the method of marking ure correct;
the produets have no visible defects caused by transpart or siniilar aspects

22 Inthe cvent that on account of the above it shauld be deeided to reject the products, the following
i shall be contacted

22.1 Dynea ASA
and. if necessary

222 the certification institute Stichfing Keuringsburcau Tout SK11
et Cambiunr’,

Nicuwe Kanaal 9. 6709 PA- Wageningen, The Netherlands
P.0.Box 159, 6700 AD Wageningen, The Nethrlands

31 Email: mail@shhore

Telephone:  +3131 &
1313174126 10 Wehsite:  hutpeéiwww.skh.org

23 Itis the obligation of the producer (o sce to it thet the buyer dispases of s copy of the complete
product certificate at the building site

24 Application end use

The adhesives are intended to be used in load-beari
af (house) building.

¢ wooden timber canstructions for the purpose

25 Consult the SKH website http:i/www.skh.org (o verify whether the producteertificate is stil
valid.





